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(57) ABSTRACT

A coupling device for a tube includes a pressure element
comprising first and second pressure element segments for
exerting a clamping force on the tube. The pressure element
includes surfaces that converge towards each other in a radial
direction away from the tube and that are directly or indirectly
disposed against support elements. The first pressure element
segment is placed proximally and the second pressure ele-
ment segment distally with respect to the tube. The first and
the second pressure element segments are each provided with
contact surfaces that abut and co-operate with each other at a
predetermined incline in relation to the longitudinal axis of
the tube such that during tension strain between the coupling
and the tube, the first pressure element segment is caused to
clamp the tube more tightly and the second pressure element
segment endows an increased force on the support elements.

7 Claims, 2 Drawing Sheets
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1
COUPLING DEVICE FOR A TUBE

CROSS-REFERENCE TO RELATED
APPLICATIONS

This is a United States National Phase Application under
35U.8.C. §371 of International Patent Application No. PCT/
NL2006/050280 filed Nov. 6, 2006, which claims the benefit
of Dutch Patent Application No. NL 1030404, filed Nov. 11,
2005, all of which are incorporated by reference herein. The
International Application was published on May 18, 2007 as
WO 2007/055576 Al under PCT Article 21(2).

FIELD

The present invention relates to a coupling device for a
tube.

BACKGROUND

A coupling device is known from each of the Patent
Abstracts of Japan volume 1998, no. 14 & JP no. 10/259890,
and from the European patent specification EP-A-0 794 378.

In JP 10/259890 a sealing ring is used placed directly
against a one-piece pressure ring, which pressure ring pos-
sesses surfaces that converge in a radial orientation towards
each other.

In the coupling device known from EP-A-0 794 378 a
sealing organ in the form of a rubber element is provided
between on the one side the pressure element, and on the other
side a support wall and the tube to be clamped. Furthermore,
the pressure element of the prior art coupling device is pro-
vided with a friction-increasing surface on the side facing the
tube.

When the coupling between the tube and the prior art
coupling device comes under strain of tension, the fact that
the support element is positioned at an incline, as a result of
which it is under extra stress at the side of the pressure
element, and will cause the sealing organ, due to the increased
clamping force exerted by the pressure element on the tube, to
provide an improved sealing action on said tube. The draw-
back is, however, that the sealing action of the sealing organ
between the pressure element and the support element bear-
ing less pressure and being located opposite the support ele-
ment bearing extra pressure, will deteriorate.

SUMMARY

The present invention relates to a coupling device for a
tube, comprising at least one pressure element for exerting a
clamping force on the tube, wherein the same is provided with
at least one sealing organ wherein, at the side facing away
from the tube, the said at least one pressure element is embod-
ied with surfaces that converge towards each other in a radial
orientation away from the tube, and that further support ele-
ments are provided that can be coupled to each other and are
designed to be placed directly or indirectly against said sur-
faces of the at least one pressure element, so as to provide the
clamping force on the tube.

Said support elements are usually embodied as support
walls; however, an embodiment with support edges providing
a line contact is also useful. By way of explanation, the
support elements will hereinafter be assumed to be embodied
as support walls. The converging surfaces of the pressure
element may be flat, concave or convex.
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It is an object of the invention to provide a coupling device
wherein this problem is avoided and with which advantages
can be gained that will be explained below.

A further object is that the invention be applicable for
coupling devices of various designs and embodiment. For
example, the at least one pressure element used in the cou-
pling device may be a one-piece ring to be placed around the
tube. A construction for this purpose is known, for example,
from the American patent specification U.S. Pat. No. 4,886,
304.

It is, however, also possible to use a plurality of pressure
elements that together form a ring around the tube such as
known, for example, from the international patent specifica-
tion WO 90/07671 and the Furopean patent specification
EP-B-0 690 256.

Another possibility is, of course, to use the pressure ele-
ments known from the European patent specification EP-A-0
794 378, the special construction of which has already been
shown to be followed in practice.

A coupling device is known from WO 90/07671.

The coupling device according to WO 90/07671 has a first
pressure element segment and a second pressure element
segment, wherein the first pressure element segment is placed
proximally and the second pressure element segment distally
with respect to the tube, and wherein the first and the second
pressure element segments are provided with contact surfaces
placed to abut to, and co-operate with each other at a prede-
termined incline in relation to the longitudinal axis of the
tube, and wherein the sealing organ is embodied as a sealing
element, which is placed at least partly between a support
element and the segmented pressure element on the one side,
and on the other side the tube and the segmented pressure
element.

The coupling device of the invention is embodied with
contact surfaces whose incline is designed such that during
tension strain between the coupling and the tube, the first
pressure element segment is caused to clamp the tube more
tightly and furthermore, that the tension strain between the
coupling and the tube endows the second pressure element
segment with an increased force on the support elements.

This construction of the coupling device according to the
invention makes it possible during tension strain between the
coupling and the tube that the sealing organ improves the
sealing action in all respects.

A special embodiment of the coupling device according to
the invention is characterized, in that a third pressure element
segment is provided possessing at a first side a support ele-
ment, and wherein at a second side opposite the first side both
the first pressure element segment and the second pressure
element segment are provided. This may produce a useful
alternative for the above-discussed basic embodiment of the
coupling device according to the invention.

It is desirable that when the tube is under tension strain, the
second pressure element segment exert an increased force on
the third pressure element segment.

With respect to the sealing element it is desirable that this
be provided at least partly between a support element and the
third pressure element segment on the one side and the tube
and the third pressure element segment on the other side.

In all the possible embodiments of the coupling device
according to the invention it is desirable that the first pressure
element segment be provided with a projection limiting the
movement of the second pressure element segment.

This projection is particularly useful for increasing the
force that the co-operating support walls exert on the at least
one pressure element. Due to the inclining contact surfaces of
the separate pressure element segments, the absence of this
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projection could mean that the mutual positioning of these
pressure element segments cannot be guaranteed.

For a further improvement of the effectiveness of the cou-
pling device according to the invention it is further desirable
that the first pressure element segment be embodied with a
friction-increasing surface at the side facing towards the tube.

BRIEF DESCRIPTION OF THE DRAWINGS

Hereinafter the invention will be further elucidated by way
of a number of exemplary embodiments of the coupling
device according to the invention and with reference to the
drawings, without limiting the patent claims.

The drawing shows in:

FIG. 1 abasic embodiment of the coupling device accord-
ing to the invention, and

FIG. 2 an alternative embodiment of the coupling device
according to the invention.

DETAILED DESCRIPTION

Identical reference numerals in the figures refer to similar
parts.

Referring both to FIG. 1 and FIG. 2, the first general
embodiment of the coupling device according to the invention
will now be elucidated.

The coupling device comprises a sleeve part 1 with an
insert end 2 for the tube 10 and at least one pressure element
3 for exerting a clamping force on the tube 10. The pressure
element 3 co-operates with a sealing organ 12, usually an
element made of rubber, providing the actual seal around the
tube 10.

At the side facing away from the tube, the at least one
pressure element 3 is further provided with surfaces that
converge in the radial direction, whose orientation corre-
sponds to the orientation of the support walls 9 and 11. The
converging surfaces of the pressure element 3 may be flat,
concave Or Convex.

The above-mentioned support walls 9 and 11 can be mutu-
ally coupled by means of bolt and nut element 8, such that
when this bolt and nut element 8 is tightened, the support
walls 9 and 11 clampingly press the at least one pressure
element 3 onto the tube 10.

Both FIG. 1 and FIG. 2 show that the at least one pressure
element 3 is embodied in segments.

FIG. 1 shows the embodiment wherein the at least one
pressure element 3 comprises a first pressure element seg-
ment 5 and a second pressure element segment 4, wherein the
first pressure element segment 5 is proximally, and the second
pressure element segment 4 is distally positioned with respect
to the tube 10.

As clearly visible in FIG. 1 but also in FIG. 2, the first and
the second pressure element segments 4, 5 are provided with
co-operating contact surfaces 7a, 7b placed to abut to each
other, which have a predetermined incline in respect to the
longitudinal axis 14 of the tube 10.

FIG. 1 shows that the incline of the contact surfaces 7a, 75
is designed such that when the tube 10 is under tension strain
in the direction of arrow A, the first pressure element segment
5 is caused to clamp the tube 10 more tightly.

The incline of the contact surfaces 7a, 7b is further
designed such that when the tube 10 is under said tension
strain in the direction of arrow A, the second pressure element
segment 4 exerts an increased force on the support walls 9 and
11.

As already mentioned above, the sealing organ 12 is pref-
erably embodied as rubber sealing element placed at least
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partly between a support wall 9 and the segmented pressure
element 3 on the one side, and the tube 10 and the segmented
pressure element 3 on the other side.

FIG. 2 shows an alternative embodiment of the coupling
device according to the invention, wherein the same is
embodied with a third pressure element segment 6. At a first
side of this third pressure element 6 there is a support wall 9,
while at a second side, opposite the first side of this third
pressure element segment 6, the first pressure element seg-
ment 5 as well as the second pressure element segment 4 are
provided.

As already explained with reference to FIG. 1, the incline
of the contact surfaces 7a, 75 is in this embodiment also
designed such that when the tube 10 is under tension strain in
the direction of arrow A, the first pressure element segment 5
clamps the tube more tightly. In this case also, when the tube
10 is under tension strain, the second pressure element seg-
ment 4 will exert an increased force on the support walls 9,11,
but now partly through the third pressure element segment 6.

FIG. 2 shows a further preferred embodiment, wherein the
first pressure element segment 5 possesses a projection 15
limiting the movement of the second pressure element seg-
ment 4.

Both in FIG. 1 and in FIG. 2 the first pressure element
segment 5 is shown to be provided with a friction increasing
surface 13 at the side facing towards the tube 10.

Within the frame of the invention the construction of the
coupling device may be varied in several ways without
departing from the spirit of the invention as specified in the
appended claims.

It is, for example, completely obvious to the person skilled
in the art that the friction-increasing surface 13 may be
embodied as inlay or alternatively, that this friction-increas-
ing surface 13 may form an integral part of the first pressure
element segment 5.

The above given explanation by way of a number of exem-
plary embodiments of the coupling device according to the
invention must therefore be understood as non-limiting with
regard to the protective scope due the invention and specified
in the appended claims.

The invention claimed is:

1. A coupling device for coupling with a tube, comprising:

pressure element segments for exerting a clamping force

on the tube, wherein a proximal pressure element seg-
ment is placed proximally with respect to the tube and a
distal pressure element segment is placed distally with
respect to the tube, wherein the proximal and distal
pressure element segments are provided with contact
surfaces placed to abut and cooperate with each other at
a predetermined incline in relation to the longitudinal
axis of the tube,

wherein the distal pressure element segment has converg-

ing surfaces distant from the contact surfaces of the
proximal and distal pressure element segments, which
converge towards each other in a radial orientation away
from the tube, and

support elements that are placed directly or indirectly

against said converging surfaces of the distal pressure
element segment so as to provide the clamping force on
the tube, and

wherein at least one sealing organ including a sealing ele-

ment is disposed at least partially between at least one of
the support elements and said proximal pressure element
segment and at least partially between the tube and said
proximal pressure element segment,

such that during tension strain between the coupling and

the tube, said proximal pressure element segment is
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caused to clamp the sealing element between said proxi-
mal pressure element segment and the tube more tightly
and said distal pressure eclement segment endows an
increased force on the support elements.

2. The coupling device according to claim 1, wherein said
proximal pressure element segment is provided with a pro-
jection limiting the movement of said distal pressure element
segment.

3. The coupling device according to claim 1, wherein said
proximal pressure element segment includes a friction-in-
creasing surface adjacent the tube.

4. A coupling device for coupling with a tube, comprising:

pressure element segments for exerting a clamping force

on the tube, wherein a proximal pressure element seg-
ment is placed proximally with respect to the tube, a
distal pressure element segment is placed distally with
respect to the tube, and a third pressure element segment
is placed at a first side where one ofthe support elements
is located and at a second side opposite the first side the
third pressure element segment abuts both the proximal
pressure element segment and the distal pressure ele-
ment segment, wherein the proximal and distal pressure
element segments are provided with contact surfaces
placed to abut and cooperate with each other at a prede-
termined incline in relation to the longitudinal axis of the
tube,

wherein the distal pressure element segment and the third

pressure element segment together have converging sur-
faces distant from the contact surfaces of the proximal
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and distal pressure element segments, which converge
towards each other in a radial orientation away from the
tube, and

support elements that are placed directly or indirectly

against said converging surfaces so as to provide the
clamping force on the tube, and

wherein at least one sealing organ including a sealing ele-

ment is disposed at least partially between at least one of
the support elements and said third pressure element
segment and at least partially between the tube and said
third pressure element segment,

such that during tension strain between the coupling and

the tube, said proximal pressure element segment is
caused to clamp the sealing element between said proxi-
mal pressure element segment and the tube more tightly
and said distal and third pressure element segments
endow an increased force on the support elements.

5. The coupling device according to claim 4, wherein,
when the tube is under tension strain, the distal pressure
element segment exerts an increased force on the third pres-
sure element segment.

6. The coupling device according to claim 4, wherein the
proximal pressure element segment is provided with a pro-
jection limiting the movement of the distal pressure element
segment.

7. The coupling device according to claim 4, wherein said
proximal pressure element segment includes a friction-in-
creasing surface adjacent the tube.
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